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Cheat Sheet to
Assign AreaRAE Monitors Unit ID # 
DO NOT USE THIS CHEAT SHEET FOR WESTERN WAYNE MONITORS (already assign a unit ID to our network ID 76)

DO NOT START ANY OF THE MONITORS AT THIS POINT
Other units/ teams must be on Network ID 76 to work. Marked under battery, on most units (Factory preset).

Western Wayne Units ID’s on HM-1 1-4. HM-2 5-6. HM-3 7-8
1) Start unit in “Diagnostic Mode”.

A) Press and hold “Y+” and “Mode” key for 3 sec, then release. “Diagnostic Mode” starts.
B) When “RAW” screen appears. Press and hold “Mode” and “N-“keys simultaneously for 5 sec. until the “calibrate Monitor? Screen appears. 
C) Press “N-“key three times until “Change Monitor setup” screen.
D) Press “Y+” key once to “Change Unit ID” screen.
E) Press “Y+” to enter this screen.
F) Press “Y+” or “N-“keys to increase or decrease Unit ID number. (Must be higher than “8” if unit is not Western Wayne’s)
G) Press “Mode” key to exit.

H) Restart unit following Cheat sheet for AreaRAE’s Startup. (do not deployed at this time)
Over


2) Increase polling units on Laptop.
A) Laptop and software running. 
B) Click, Advanced Tools (upper left corner)
C) Select  “Define Max Units”
D) Select the number of units the controller communicates with, if more than 8 will be monitored. (Western Wayne use’s 1-8)
Monitors are ready to be deployed
